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data collected at 23°C and 50% of r.h.

PLEASE NOTE: The data and information contained herein are dictated by our best results, and are purely indicative and must be veri� ed by 
the user of the product who assumes complete responsibility for its use.

PRODUCT TECHNICAL DAT A

REDWOP YERG / ETIHW ECNARAEPPA
ECALP YRD LOOC A NI ,EGAKCAP DESOLC LANIGIRO EHT NI NOITAVRESNOC

DURATION: GREY VERSION: 12 MONTHS FROM THE DATE LISTED ON THE PACKAGE; IN CONFORMITY WITH THE DIRECTIVE EEC 2003/53 
INFORMING THAT THIS TIME EXPIRATION REGARDS THE EFFICIENCY OF THE REDUCING AGENT IN RESPECT TO HYDRO-SOLUBLE 
CHROME VI. WHITE VERSION: 12 MONTHS

ON MRAH FO REGNAD
OT EUD TCATNOC ROF NIKS DNA SEYE EHT FO NOITATIRRI ELBISSOP 
.DEDNEMOCCER SI NOITCETORP ETAUQEDA .TNETNOC TNEMEC EHT 

ON YTILIBAMMALF
THGIEW YB REDWOP STRAP 001 HTIW RETAW STRAP 62 OITAR GNIXIM

REDWOP FO KCAS GK 52 REP SRETIL 5,6 ERUTXIM DIUQIL
MM 51 HTPED NOITACILPPA MUMIXAM

²m/gK 5 OT 5,3 MORF EGAREVOC
C°04 + OT C°5 + MORF ERUTAREPMET NOITACILPPA

SRUOH 3 EFIL TOP ERUTXIM
OPEN TIME AT 23°C AND 50% HUMIDITY 20 MINUTES
WALKOVER TIME WITH CAUTION FOR GROUTING

SRUOH 42 C°32 TA STROPPUS YRD NO
FINAL HARDENING ON DRY SUPPORTS 14 DAYS

FINAL PERFORMANCES

 TNEMERIUQER MUMINIM  EULAV
INITIAL TENSILE ADHESION STRENGTH 28 DAYS � 1 N/mm² � 1 N/mm²
ADHESION AFTER HEATING (14 DAYS + 14 DAYS AT 70°C) � 1 N/mm² � 1 N/mm²
ADHESION AFTER WATER (7 DAYS + 21 DAYS IN WATER) � 1 N/mm² � 1 N/mm²
FROST RESISTANCE (25 CYCLES) � 1 N/mm² � 1 N/mm² 
FLEXIBILITY (EN 12002) � 2,5 mm � 2,5 mm

 ²mm/N 21 HTGNERTS EVISSERPMOC
SHEAR STRENGTH � 1,4 N/mm²  � 0,7 N/mm² 

C°08 + OT C°03 - MORF ERUTAREPMET OT ECNATSISER
ET2C SSALC 40021 NE OT SMROFNOC

 EN 12002 CLASS S1


