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DEKOGROUT EPOXY CARE & CLEAN
Detergent for the removal of epoxy sealant residues

• Easy to use
• Removes residues and halos left by epoxy sealants
• We recommend combined use with WHITE FELT
• Water-based. Does not contain solvents harmful to health
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TECHNICAL FEATURES 
DEKOGROUT EPOXY CARE & CLEAN is a special ready-to-use water-based detergent 
composed of a solution of high activity surfactants suitable for removing residues and halos left 
by epoxy sealants on ceramic coatings. DEKOGROUT EPOXY CARE & CLEAN is available in 
comfortable 1 L spray for easy and waste-free use.

FIELDS OF APPLICATION
Removal of residues and marks resulting from grouting with epoxy sealants from ceramic floor and 
wall coatings.

HOW TO USE
Use the detergent after the grout has completely hardened (approximately 24 hours at a 
temperature of 23°C and 50% relative humidity) and no later than 48 hours after grouting. For 
residues left for more than 48 hours, the product may need to be left on for longer. We do not 
recommend waiting longer than 72 hours.
1.	 Shake well and do not dilute the product before use.
2.	 Spray DEKOGROUT EPOXY CARE & CLEAN undiluted evenly and uniformly onto the surface 

to be cleaned. Immediately remove the product from untreated surfaces with a damp cloth to 
avoid potential damage to these surfaces.

3.	 Leave DEKOGROUT EPOXY CARE & CLEAN to act on the surface for at least 15 minutes.
4.	 Do not allow the product to dry on the surface. Add more to keep the surface wet if necessary.
5.	 After about 15 minutes, scrub the surface with WHITE FELT or a single-brush machine fitted 

with an white felt disc, after first testing a small area to ensure that the single-brush machine 
does not damage the surface.

6.	 Rinse the treated surface thoroughly with clean water using a damp sponge or suitable 
accessories for collecting liquids (rubber rake or wet vacuum if the surface is large).

7.	 Dry the surface with a clean cloth or absorbent paper. Do not wait for the rinse water to 
evaporate as this may leave marks on the surface. If additional applications are necessary, 
repeat steps 1 to 7.
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WARNINGS
The information and instructions contained in this Technical Data Sheet, although based on knowledge acquired 
over years of application, are to be considered indicative. As Benfer cannot directly control the installation 
conditions and methods of application of the products, it does not assume any responsibility arising from their 
use. Anyone intending to use Benfer products must carry out adequate on-site tests to  establish their suitability 
for the intended use. Our products are covered by warranty within the limits established by our general terms 
and conditions of sale and within the limits of our products’ compliance with the technical specifications 
and applicable certifications, as expressly indicated in the product data sheets or the applicable technical 
documentation expressly provided by us with the products themselves.

SUITABLE SUBSTRATES
• Natural stone
• Glazed terracotta
• Ceramic tiles
• Glazed ceramic
• Porcelain stoneware
• Glazed porcelain
• Glass tiles
• Clinker
• Glass mosaic
 
CONSUMPTION: about 10 to 15 m2 /1 L.
PACKAGING: available in 1 L sprays, 4 pcs/box.
STORAGE: In the original unopened packaging in a dry and cool place, temperatures between 5°C and 
35°C.
SHELF LIFE: 24 months.

PRODUCT TECHNICAL DATA

Consistency					     Liquid 
Color 						      Whitish 
Smell						      Slight odour
at +23°C, 50% relative humidity

N.B. The technical data provided is measured under standard laboratory conditions and may be subject to 
change without notice. The actual performance of the product depends on the application conditions on site, 
the installation method used and the type of covering.


