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• Perfect on rough and exposed plaster
• Waterproofing of cement joints
• Easy to use
• Effective and lasting protection
• Prevents the formation of white salts
• Ecological

Ideal for treatment of the back part of marble slabs, 
to avoid stains and color variations
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Hydrophobic treatment for cement and lime-based products, brick and 
natural stone.
Eco-friendly and practically odourless white liquid consisting of siloxanes in 
a solvent-free aqueous solution.
On drying, BENFERDROP becomes completely transparent and invisible, 
leaving the original appearance and colour of treated surfaces unaffected.
The product’s superior water repellent properties protect substrates from 
troublesome infiltrations of water that can result in blooming and permanent 
damp, or cause parts of the substrate itself to break off or crumble due to 
frost. BENFERDROP will not produce unsightly white efflorescence on 
treated surfaces.

For more information see the valid technical data sheet and safety sheets of the product and watch the video application on www.benfer.it

Product Technical Data

Appearance:   White latex
Conservation:   12 months in the original packaging, intact
Danger of harm:   No
Inflammability:   No
Specific weight:    1,0 kg/dm³
pH:    Approx. 8
Coverage:   From 0,05 to 0,5 lt/m² depending on absorption
Application temperature:  From + 5°C to + 40°C
Final hardening:   3 days


